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PENTADECOR® 2DL WOODGRAINS

 
SSI’s Pentadecor® 2DL Woodgrains are a stocked laminate collection
featuring a luxurious textured finish incorporating embossing and
printing that is an exact match to the sister 3DL designs. The matte
surface is created using a proprietary coating which exhibits superior
mar, wear, and chemical resistance compared to impregnated papers
and other laminates. The Woodgrain offering is designed to take the
place of veneers and paper laminates offering design consistency,
increased UV stability and more durable performance characteristics.
SSI’s 2DL Woodgrain program brings the look and feel that the market
is requesting with the ease of machining fabricators demand.

 Our Woodgrain selection can be flat laminated to create panels for
walls and cabinet construction as well as door center inserts, and
when in combination with matching profile wrapped moldings produces
a flawless, congruent 5-piece door. It can be miter folded to produce
floating shelves or gable ends - all components with the on-trend
designs and colorways the consumer is requesting along with a
unique warm haptic quality to the finish.
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STORMY NIGHT

TAWNY TRAIL

NAUTICAL BROWN

MISTY MORNING

BOARDWALK NOMAD

WOODLAND WAY

SMOKEWOOD VALLEY

WHITECAP GREY

CLOUD FOREST

SAND DUNE

SHEER BEAUTY

Processing

Applications

Cabinetry 
Cabinet Doors 
Drawer Fronts
Fixture & Display
Wall Panels

Miter Folding
Profile Wrapping
Flat Lamination

-
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It is each users responsibility to ensure the product identifies with its requirements and all legislation concerning its use.

properties Standard units value

colour tolerance
(Light solid colours-L>75)

type

gloss

surface

coating

thickness

width

dimentional stability

light fastness

chemical resistance

scratch resistance (erichsen 413)

scratch resistance

resistance to dry heat 

resistance to wet heat 

din 6174
(md65/10 cielab)

din 68861-T7

din 68861-T8

-

din 67530
 

-

-
din 53377 100 c/10min.)

-
(

iso 105-b02

din 68861-T1

din 68861-T4
cen/ts16611 

(marindale typ A)

-

60

-

-

mm

mm

%

wbs

class

class

%

class

class

l

A

b

E

ffm252/01 

-

a13 

sendura 2d

0,002 (+5%)

1250

< 8

6-7

1b

4e (0,8-,1,0N)

25

7c (100 C)

8b (70 C)

+0,4

+0,2

+0,3

0,5
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