
Cashmere SM
THIS SOFT GREY COLORATION HAS A HINT OF
CREAM ALLOWING FOR SUPERB MATCHING WITH
LIGHT AND DARK ACCENTS. PERFECTLY SUITABLE
FOR USE AS A STANDALONE COLOR WITH A HIGH
GLOSS SURFACE FINISH. 

pentadecor® 2d laminate
Color code: 75/7608

CASHMERE IS OFFERED IN A HIGH GLOSS FINISH
WITH A SMOOTH REFLECTIVE SURFACE AND
HIGH COLOR SATURATION. IT IS SUITABLE FOR
VERTICAL APPLICATIONS, IS EASY TO CLEAN,
DOESN’T CHIP AND HAS LONG TERM UV COLOR
STABILITY.
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performance summary

cleaning and maintenance
•WATER AND MILD LIQUID SOAP CLEANABLE

item specifications

environmental

performance characteristics
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BLEACH SOLUTION CLEANABLE
EXCELLENT SOIL & STAIN RESISTANCE
NATURAL FLUID BARRIER
EXCELLENT ABRASION & IMPACT RESISTANCE
EXCELLENT COLOR STABILITY

stock range

COLOR CODE: 75/7608 EMBOSSING: A13 ML TOPCOAT: SENDURA

NO ADDED FLAME RETARDANTS
NO ADDED ANTIMICROBIALS
DOES NOT CONTAIN FORMALDEHYDE
FORMULATED WITHOUT PHTHALATES

MOQ : NONE
SURFACE TEXTURE/EMBOSSING : SMOOTH SURFACE

SURFACE GLOSS : Level 4
SURFACE FINISH LACQUER : Scratch, Stain, 

Fingerprint Resistant Sendura TC
GAUGE : .008” (200my) WIDTH : 49.2” (1250mm)

ROLL SIZE : 500 lm/Roll DESIGN REPEAT
(RAPPORT) : SOLID COLOR ∞ 

SUITABLE FOR : Flat Lamination - Profile 

Wrapping - Miter Folding

Tensile strenght (MD) : N/mm2 - >40
Light Fastness : WBS - 6-7

Chemical resistance : Class - 1B
Scratch resistance (erichsen : 4E

Scratch resistance Martindale A : 25 
resistance to dry heat : 7C (100 C)
resistance to wet heat : 8B (70 C)

FLUID BARRIER : Inherent Fluid Barrier 
(Naturally Hydrophobic)

MEDICAL REAGENTS : Compatible with Common
Cleaners, Reagents and Disinfectants used in 

N.A.
ASTM E84 : CLASS A REDUCED ENVIRONMENTAL

IMPACT: Manufactured without Plasticizers,
Phthalates, or Heavy Metals 

Cashmere SM
pentadecor® 2d laminate

COMPLEMENTARY MATERIALS
CLICK HERE *Test results may vary by color and design

This information is based on our present state of knowledge and is intended to provide general notes on our products and their uses. It should
not therefore be understood as guaranteeing specific properties of the products described or their suitability for a particular application. Any

existing industral property rights must be observed
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